[x] Passive [JActive HDMI[Jv2.1 [X]v2.0 [v1.4 [JHD [XJUHD [x]4K [J8K [X]HDR

SUPRA Cables HDomI

SUPRA HDMI-HDMI/H FRHF 2.0 UHD4K

HDMI-cable Ultra High Speed 4K@30, v2.0 High Speed HDMI
with Ethernet

Rev.date: 2023-05-09
Customs tariff no: 8544429010
Country of origin: Sweden

« Inter-changeable shell, perfect for installation in conduits pipes (min.20mm) n iy,
o Supports maximal resolution: 4K HDR@30 up to 15m

» Halogen free & flame retardant

o The straight shell can be replaced with an 45-deg angled shell (accessory)

PREMIO 2013
ACCESORIO MULTIMEDIA
SUPRA CABLE HDMI

SUPRA HDMI-HDMI/H 2.0 UHD4K - Ultra High Speed with Ethernet & Audio return channel.
HDMI cables 12m to 15m is assembled with HD5/H cable. Approved for HDMI v2.0 4K/HDR@30. HDMI HD5/H is
probably the best fire retardant HDMI cable on the market. It offers ultra high-speed HDMI with 100 Mbit/s ether-
net, audio return channel and 8K resolution. It is objectively tested at HDMI’s Accredited Test Center in the USA. The
cable is FIRE RETARDANT & FLAME RETARDANT, it is slightly stiffer than the standard HDMI. The cable got a
low friction jacket, perfect for installation in conduit pipes.

The patented detachable connector housing allows a straight or a angled shell, as well as being able to install the cable
with connector part through a conduit pipe for concealed installation when the connector housing is removed. The
plug itself is carefully soldered by qualified personnel, as well as cast in a strong plastic to withstand handling without
the contact housing being assembled. It is possible to run the cable in a 20 mm conduit pipe or alternatively a 25 mm
conduit hose. The housing is made of metal and after assembly it provides 100% shielding properties.

Standard: HDMI 2.0, Ultra High speed HDR

Jacket: PE ECCOH 5943, round

Diameter: 9.5mm

Colour: Iceblue (other colours upon order)

Shell straight: Incl. Met-S fully shielded in Aluminum

Shell angled: *1) Accessory. Met-B fully shielded in Aluminum
Installaion braid: *1) Accessory, incl angled Met-B shell set

Max resolution: 4K @ 30 Hz S
Bandwidth; 18 Gbit/s \
Features: eARC, HDR, Ethernet channel

Packing: PE-bag 25x25x5cm
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RETARDANT :2015/A11:2016
PRODUCT Qty Part.no EAN-13 E-no Crt Weight
HDMI-HDMI/H MET-S/B FRHF 12M 1PC 1001101508 7330060203091 6243271 15 1,45
HDMI-HDMI/H MET-S/B FRHF 15M 1PC 1001101516 7330060203107 6243272 15 1,65
INSTALL KIT MET-B/BRAID 1PC1011001193 7330060202506 6221477 0,03

www.supracables.se



