
SUPRA DUAL-RCA AUDIO
Analogue Interconnect, stereo with RCA-plugs
Gauge: 2x3x0.24mm2  / AWG 23
Rev.date: 2023-04-24
Customs tariff no: 8544429010
Country of origin: Sweden

• Excellent price/performance ratio!
• PE di-electric insulation for low capacitance
• Correct and well-balanced sound
• Efficient dual shielding for for maximum signal integrity 

PRODUCT    Qty Part.no  EAN-13 E-no            Crt Weight
DUAL 2RCA-2RCA AUDIO 0.5M 1PAIR 1001907953 7330060204593   25     0,22
DUAL 2RCA-2RCA AUDIO 1M 1PAIR 1001900685 7330060003479 6243207 25     0,26
DUAL 2RCA-2RCA AUDIO 2M 1PAIR 1001901253 7330060053603 6243208 25     0,33
DUAL 2RCA-2RCA AUDIO 3M 1PAIR 1001909264 7330060208645   25     0,35
DUAL 2RCA-2RCA AUDIO 5M 1PAIR 1001906096 7330060202285 6243209 25     0,70

w w w . s u p r a c a b l e s . s e

DUAL 2RCA-2RCA Audio
Interconnct, Hi-Fi, line & subwoofer - stereo
Our most cost effective, yet rewarded analogue interconnect featuring Supra’s signature design principles. An 
entry level two channel (stereo) interconnect cable for balanced or single-end applications, still providing the 
Supra signature properties of lower capacitance, efficient shielding, timing and transient response. In spite of 
its highly favourable price tag, it has earned rewards for the good musical properties and is the given choice for 
replacing the attached interconnects following entry level hi-fi equipment. It will result in a significant sound 
improvement clearly audible by anyone.

Application examples are interconnection of analogue devices, either by RCA or balanced XLR connectors, e.g. 
between CD, pre-amp and power amplifier. Suitable connectors are Supra RCA-6, RCA-CS and Swift XLR.

Reward in ”What HI-FI”! a good entry-level cable, Dual with Supra RCA-6 plugs.

CONSTRUCTION
Cable:   SUPRA DUAL    
Jacket:    PVC GA78, Twin design
Diameter.   2 x 6.1mm 
Colour:   Iceblue (other colours upon order)
Marking:   SUPRA DUAL > Made in Sweden > Meter mark
Screen connection: Semi-balanced, the screen is only conneted in the source end.
Plugs:   SUPRA RCA-6   
- Typ:   2 RCA Male red/black > 2 RCA male red/black
- Material:  24K Gold plated Copper
- Colour:  Anthracite grey
- Locking:  Expanding outer ring at device & cable clamp at cable.
Solder tin:  Almit SR34 Super
Signal direction: Follow the arrows printed on the cable > source > receiver 
Packing:   Blister 25 x 21.5 x 4.8cm 

Special lengths are made upon order.

Good Better  Best Superiorx

http://www.jenving.se/pdf/datasheet_se/dual-2pair-datasheet-en.pdf
http://www.jenving.se/pdf/datasheet_se/rca-6-plug-datasheet-en.pdf

